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FCC regulations 

The HP LaserJet 4200L series printers have been tested and found to 
comply with the limits for a Class B digital device, pursuant to Part 15 of the 
FCC rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This equipment 
generates, uses, and can radiate radio frequency energy. If this equipment is 
not installed and used in accordance with the instructions, it might cause 
harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, 
which can be determined by turning the equipment off and on, the user is 
encouraged to try to correct the interference by one or more of the following 
measures: 

• Reorient or relocate the receiving antenna. 

• Increase separation between equipment and receiver. 

• Connect equipment to an outlet on a circuit different from that to which the 

receiver is located. 

• Consult your dealer or an experienced radio/TV technician. 

Note: Any changes or modifications to the printer that are not 
expressly approved by HP could void the user's authority to operate 
this equipment. Use of a shielded interface cable is required to comply 
with the Class B limits of Part 15 of FCC rules. 

See the HP LaserJet 4200 Series Printer User Guide on the CD-ROM for 
other regulatory information. All regulatory statements and declarations for 
the HP LaserJet 4200 in that guide also apply to the HP LaserJet 4200L. 
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WARNING! The printer is heavy. To prevent physical injury, two people 
should lift and move the printer. 



Prepare the location. Place the printer in a well-ventilated room on a 
sturdy, level surface. Allow space around the printer, including 2 inches 
(50 mm) of space around the printer for ventilation. 



To JlH©t)©^6 50 mm (2 -f 8tLT<fc£V\, ■ 



H4 



ItmiianiiasmaDuoiMfifjHm'H lAal™ , nim'i«8ii^ ififa^rauwibsijitu 2 ib (50 nil.) rwafnissinejoiniff 
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Make sure that the location has an adequate power supply. Check the Regulate the environment. Do not place the printer in direct sunlight or 
voltage rating on your printer (located under the top cover). The power near chemicals. Make sure that the environment does not experience 

supply will be either 1 1 0 to 1 27 Vac or 220 to 240 Vac, 50/60 Hz. abrupt changes in temperature or humidity. 

• Temperature: 50°to 91 ° F (10°to 32.5°C) 

• Relative humidity: 20 to 80% 



110 ~ 127 V, 50/60 Hz Tf. £ t < f£3 i\ 

• ; && ■ 10° ~ 32. 5°C 

• mms. ■ 20 ~ 80% 



(BolsifliflBfiTuiiumjo-SMim) kwmotb'W so no m m vac vt?B 220 240 Vac 
ira^fmijt) 50/60 liiM 



liJiilatmuilaTOm^timifmlil 

. BtUVtflij: 50° B-J 91°F (10° BJ 32.5°C) 

• fmufuaij-wvii: 20 cn 80% 



240 iji^mn 



(50/60 Hz) ° 



110 S 127 miiCMMM 220 



• ffiS : 50° S 91°F ( 10° 5 32 

• tBSf«S = 20 §1 80% 



5°C) 
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Check the package contents. Make sure that all the parts are included. 3) Control panel overlay (this part might already be installed on the 

1) Printer; 2) Right-angle power cord; printer.); 4) Print cartridge; 5) Software and documentation on CD-ROM. 



1) 7V>i?, 2) Si3- F, 



t&mmis^t, 3) uyvu-)vn^)v tin- (-fu y^izm^Hn^^m^&^o 

4) r/'J>h bVvP, 5) V7 h^iTfiiy ^-^Y)V 
(CD-ROM fcJR&). 



1) infofflun; 2) trial'HiiuuiTiiJnnfiB; 



3) iiH'uSsiJUiiU'jMUiiIfimiJijjj (SmnwfionlfifiimiSfiwlifiififo^'nij'nucn); 

4) aounJJnmni; 5) wflfiinmasiBnfnjinniiHu5liif)jj 



3) 



CD-ROM ) • 



mmmm± ) • 4) mmm ; 5) 
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Identify printer parts. Front view: 1) Control panel; 2) Tray 1 ; 3) Paper 
level indicator; 4) Tray 2; 5) Standard output bin; 6) Top cover (provides 
access to the print cartridge, the serial number, the model number, and 
the voltage rating); 7) Power switch 



Back view: 8) Memory access door; 9) EIO slot (some models have an 
optional HP Jetdirect print server installed.); 10) Output-accessory cover; 
11) Rear output bin; 12) Duplexer slot cover; 13) Power-cord connector; 
14) Parallel interface port 



■J'jyfo&ffl, huSH : 1) n>hn— 2) L 

3) Wii-f>y^-^, 4) 2, 5) SPfKMffitfX 6) ±3 

ti/i- (H< ty')>h #-hU-7v\ yU7M^, tfW^ 



= 8) p^U f*7, 9) EIO XP'Vh (-SW^Et^T?!*, 

t^>a>ffl hp Jetdirect ^U>h tr- /<£)5!iJlW$r*h 10) i« 
11) ftffSESffitfX 12) Mffi^SiJa- hrox 

n v v tsn—s 13) tsn-H n^.^^, i4) /ui/ji -i>d> 



isijrfnuviWjSuaiu'MBJiPilaj'njj'n jjjjsjajfliiumi: 1) wHfnuqii; 2) fnei l; 
3) nQUtftNTCMlJnTSfi'lN; 4) msi 2; 5) tn«ni£«niJBBnimiJinfiijiu; 6) pJiflfifnuiiu 
(ifiBmlwiiaaimJjnmm, vnJiaranjnSfiritu t n, mnaianTu UflSBflTiu«mAlyh); 

7) fflflDlllfl/iklflSB-J 



jjjjsjajei-mviaj: 8) vo^Sn^flananTujii; 9) hb-jiSou eio 

(imiliB™ni5SflMl5lvtafllfTlJmiM8.1 HP Jetdirect VllUMfjlJnttUlflTJjll); 

10) dnnjBuqiJnjimtrijjinfinisfnHflon; 11) m«nis»nnBonfnuMO^; 
12) (JifnaiiOTjadmsumiiithMiiiravmOTBfflitj; 13) MniSfiimicilvi; 

14) VHOJflBUtflBTlvtollJlJ'imiVI 



Wkmsmmm'fc ° mm = d mmm ; 2) 1 mm-.u mmmmfau ; mm--8) mmmmmmft ; 9) eio n (a#»iie£Kai*w hp 

4) 2 ^ffiE ; 5) tI*!±iWf ; 6) H£ ( ^SaKIM^liXIfS* - Mffi Jetdirect mWfflfcm ) ; 10) mmmimm ; 11) ftMiffirf ; 12) «ffl?0 

sffissrs? ) ; 7) m&BBM w«B«t«M ; 13) mmmmm ; 14) 
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Remove the packing materials. 1) Remove the shipping bag and any 
orange tape from the front and back of the printer. 2) Open the printer top 
cover and remove the foam packing material inside. 3) Remove the plastic 
film from the control panel display. 



4) Open tray 1 and remove the orange sheet. 5) Open tray 2 and remove 
all orange tape and packing materials. 6) Close both trays. Note: Save all 
the packing material. You might need to repack the printer at a later date. 



4) hl/-f 1 ^PjA^, *W>v-feffl->- h£MftiL£T. 5) 2 



MniaCTfilBvisjviaaan 1) unswuMoiimuosronitiiJrmSttininfnunuiimstnu 
MMifiro-jfiuflBen 2) iflKdifijeutnmjvun^flirn iiEnumwulvijjfiMiJBEifnwlwBtin 
3) Lin£flnmimHSnoBnnrnoiiN')miif]jJ 



4) iflmnfi l UBSijiiiNuSsrjjoon 5) idnnifi 2 iinsiinmiJSrrjjunsT'rrnMiJvooon 



mm ° if Sfflff-Bigenss-a - 
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Install the print cartridge. 1) Remove the print cartridge from its 
packaging. 2) Bend and then pull the sealing tab from the end of the print 
cartridge to remove the entire length of the tape. CAUTION: Avoid 
touching any black toner on the tape. If the toner gets on your clothing, 
wipe it off with a dry cloth and wash the clothing in cold water. Hot water 
sets the toner into the fabric. 



3) Lift the printer top cover. 4) Slide the print cartridge into the printer as 
far as it can go. 5) Close the top cover. Note: If the top cover does not 
close, make sure the print cartridge is correctly installed. 



&&&l5lDtfJL.*T. 2) 7°U>h ts- V U y ^©WrftSv'— 'J 



3) ±IB*;t>-SH§*-r. 4) 7'U>h *-h'J-ryMS5«7" 



neuMfiaiivifinwjjw 1) uwmjMunmiTieoniiniurHoim^ 2) ^ontiuflfiHwn 
uai&jufluuueBn«iniJnnuflauHflnmin maiwiviilrmaariinvNVijjti BBfiTrww: 
MOKnuBenauHTrnflnSflwui'mJ vnnJjNwflnnfiiJiiimim luiwiaanfiiuwiim^ 



3) orwJiilfifiiuiJUiniB'i'numiJ 4) mraa^viflnfirannliJlmma^iramimfi 
iMfiJiDfjnSfiwfiaiJviflnfiiJTtaa^Ejnwa^vifoljj 



3) Jieepsaifi]i« = 4) ^KttAEPiSaitaxsft » 5) = 
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Install any optional accessories. Use the separate installation 5) Duplexer for two-sided printing; 6) Storage cabinet 

instructions to install any accessories that you have purchased with the *The printer supports a maximum of one optional feeder, 
printer. 1) EIO accessories; 2) Hard disk; 3) 500-sheet feeder*; 4) Memory 
DIMM, flash DIMM, or font DIMM; 



ALfcy^ttu &m>3 flits jb-o-ss, ^n^n<Dm<o tfn^imzm-D 

T<f£SVi, 1) EIO y^-fe-y-'J, 2) A— F r-fX?, 3) 500 tfciK 
WiRlffl.y s( 4) ^tU DIMM, 77y/a DIMM, ifctt7* 

>h DIMM, 



5) ffim$l»\3-—y K 6) TOfr^-ftf^y r- 



^lJtutmtfiuflijtuKoviiriiBiiniiiniD'jriijfl i) ejilmtuiafu eio; 2) riniSnn; 

3) WllloUflTSfnn 500 UHU*; 4) DIMM WUTOfmjJll, DIMM 111111 Flash Ttfo 
DIMM WMJllflfltn; 



5) tjilrmminijrf i>mm nTlunoiuw njmrr)T!uTU iiitTf) J« ixj: 6) fjiniiqilnifli 
* ifi5B^™wB3a^fijaQilaT4n5s^iHviif]iiBiln5mia?)jl^^a^vi&TO 



- 1) eio Pftft ; 2) 5KS ; 3) 500 * ; * 9*a^ifH@*±»SIf 3ilS3g ° 

4) IBM! DIMM - DIMM go¥SJ DIMM I 
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CD-ROM fcJR&SttTUSa— if— X 2H" F£#iSUT<fc3V\ ) 

1) FW 2 &^u>^^6^fc§i^tttus-r. 



2) £#-f Fffl'JU-X f*£X5-f PStTELW 

XC-g-ti-BrS-r. 3) ffSOTISxH I* ©I) U-X Wt-£"3 



flTslamw 2 (Til7BB^oyBinainiJfinilflntsfiii)lTJtinfiovil*ififj5Bo;?7*'flnnuHii3fliBij) 
i) (Nsnfi 2 efiniininjo^fliifl 



2) fliiMfiefiue-jfiili'UfitKfn'Hjn'U^nali inraafluflilfijnisaiii'iJuliJfi^iiiii?) 



#h cd-rom ±.m&mmm - ) i) m 2 seiMffiePiSii+^fiiii - 



2) Bil&ffliJiEK±#jffftffL«. 



EIE6Wj|fE®R-f °3) 
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4) Rotate the blue knob on the right side of the tray to the correct paper 
size. (Turn the knob to "STANDARD" for LTR, A4, LGL, EXEC, A5, and 
JIS B5 paper sizes, or to "CUSTOM" for custom paper sizes.) 



5) Load paper into the paper tray with the top edge of the paper facing the 
front edge of the tray. Make sure that the paper is fiat at all four corners 
and that the top of the stack is below the maximum-height indicators. 
CAUTION: Do not fan the paper. Fanning can cause misfeeds. 6) Slide 
the tray back into the printer. 



4) hl^MJfcSSfr ^ffl-f Sfflffi+K X'©jiH£T[lIL£ 
To (fflft-y-'TX^s LTR. A4, LGL, EXEC, A5, JIS B5 ©#£■« 

rST.WD.4RDj ©fiBST, AXi'AM^Xffll^lJ l"CUST0Mj ©{i 
BSTIhIUST. ) 



m^-b-y hbS-f. ffl»©raiii5,*iS:^-r<"-e, fflffi©jS©-#±* s ji^ 
-fe-y h-t5ffllE©S«»«tci£tf^^J;5CLT<f£$l\ ftffl&fclf 
ST. 



4) viuuijijSvJifinu'uii'iiB^tiifiliJtJ-i'uiiifiri^sfiiiifitjnfiaj (wimijijiilii "standard" 

rfnmimrfll* LTR, A4, LGL, EXEC, A5 lias JIS B5 Vtfolllu "CUSTOM" 

ai'HJiinis^iMfiniviiifl'utnMio^) 



5) Ifln^ssiniifijliJciifilfialvisiiiJiTin^sfiniiiTiiiniifinij'Huntnfi fiJUfpn^JJfiraenti 
VTjflfminouinuBiTuo-m iirioglnriunmirmjn jujn^^r jnfi aafnnsTj: 
rusfnufjonin m?fl8nismweit»hlvini5ilsijn«BnwN«iNni«lA 6) iSsmt™ 
nmjiTnlinuififBffliJV) 



4) mmm-&tmm&mm.mmiEwm&mK^ ° ( m 

(#PJ J JUffiffl LTR • A4 • LGL - EXEC - A5 & JIS B5 $S 

(IU]j WglTffiSRT- ) 



E$flte$IS r STANDARD 
IRTSIIS r CUSTOM 
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Connect an interface cable. To connect the printer directly to a 
computer: 1) Connect an IEEE 1284-compliant (size "B") parallel cable 
between the parallel port on the computer and the parallel port on the 
printer. (Note: A parallel cable is not included.) 2) Snap the wire clips into 
place to secure the cable at the printer. 



To connect the printer to an Ethernet 10/100 Base-T network: Connect 
network cable between the HP Jetdirect print server and a port for the 
network. 



-f>*7i-^ ^-^U^g^bS-To 7°U >^£n>t°i-^£TfiS y°U>3 7 £ Ethernet 10/100 Base-T *y b<7 

: 1) IEEE 1284 ^.ony V)V "r-y'JV (1MX B) T, *y bV— 9 *r—7')VV hp Jetdirect y <) > b tr-Afc^y b<7 
3>t°a— $<D)\y V1\ 5p— bty°V>&<D/\yU)b T$-b^W&V #fflCD/tf- h^iiLSt. 



1) fiorrwniiCnti1»nnujji«ijnu ieee 1284 (wis "b") isMTNvnmwinu 
•UB^mfo^nowSirao? Lio£flBjinvnu»o*inTe*Y5ufl (vwiEima: lulfilx 
nimnmnuiiij%uivi)JiMi8) 2) iHOTuniftaRaiMmunivimjmitHiiiJTiiuiJuu 



lumianmiBsmiwrimjrumiiri 10/100 Base-T lnviiwu 
fieinuifliflaTKMTOWirlnoiinjB^'nimuB') hp Jetdirect unrnBTttujHmamn 



mmrrmmm - mmemt, 

£ IEEE 1284 fi*p ( r Bj 



a ) $i$3\ 



10/100 Base-T • sfflfrMT^fS = # 



^ijii » ( k ■ *PiHi«?yss ° ) 2) at na^+ASfi 



mm&mmmzM**, , ». 
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Connect the right-angle power cord. 1) Check the voltage rating on your 
printer (located under the top cover). The power supply will be either 110 
to 127 Vac or 220 to 240 Vac, 50/60 Hz. (This is the second time you are 
checking the voltage.) 2) Make sure the power switch is in the off ("0") 
position. 




3) Connect the right-angle power cord between the printer and a grounded 
power strip or ac outlet. Note: If the optional duplexer has been installed, 
pull the duplexer out to connect the power cord, and then push the 
duplexer back in. CAUTION: To prevent damage to the printer, use only 
the power cord that is provided. 



UK— ©TKiESj). SSB AC 110 ~ 127 V, 50/60 Hz Tt„ <MR 
Sfiyi'tSlOtt 2 JSiT-T. ) 2) fgx^ y^t^y ( roj ) 
rofeB \z U -d x ^ -5 z. t SHIS L St. 



3) fS3-Ft, 7'J>^i, 

ac tin>t> mc&kls-t,, aie : mmvw\3-=. y htfmvtttt 

13- H^Sffifflb&^T</£$K 



mio-jfiun) imtmialrl m no m m Vac mio 220 S-i 240 Vac nasmujo 50/60 mm 
({jiilufinfiiTaiTBiiu?^™lvi < flifl«viitB^) 2) ajiiqiWTMifln/flmnwBgWiuvi'iNflfl 
("0") 



MM. HO S 127 WfclZmnM 220 S 240 {R^SES (50/60 Hz)" 

( ae/sfg-^ftsitK ° ) 2) it$m&BaM«£$Mm ( r «j ) im - 



3) «8tfiBlrJuiJiJ>TiiJm^niiiiiininio^iiijTiunsiiriiiJ8nWfl3ni7*iBMSw wiBilnn'W AC 

Ivi&^ilnmiafiimiBBni'nflsiBi'iiimjaioW innmaoilmwiafunwuiinl'iJ jjaenrssnKi: 
liimtiJe^mifnnmf?awn(mBnflififl5iinmfifBWiJW IvilMHistnalvJriunviJBijmj 

iniB-JflUTIltllUVI 

3) mm^Mmwmmmmmmmmmmmwm^mmmmm • fi : so* 
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Install the control panel overlay (optional): 1) If necessary, remove the 
overlay that is currently installed on the printer by inserting a thin, rigid 
object such as a credit card under the top edge of the overlay and then 
pulling up on the overlay until it comes off. 2) Place the overlay you want 
onto the control panel and snap it into place. 




Turn the printer power on. Turn the power switch to the on position ("|") 
and wait for the printer to warm up. If the printer automatically sets your 
language, go to step 14. If the printer did not set your language, go to 
step 13. 



Sf§©Tf~J*<TIS^fc© (PUVyh #-H&£) Sr^Lii*, §l€ 



SswjuwwfiflumiHJwu'iiTcifnufijj (iSanlei) TsiEJinniao'fll 1) liiMUH'uSfifiBguu 
ummuquean (Hiniirilu) IwaWsiqfiimiiasu'H iru iTsnifiiifi ao«l«MouiJvj 



M-jmrnlwIflOBflluiji IwlilMTUHtrnfi 13 



SSSS^ie^+HKBJiJHIgi > 



insane? 

13 - 



r 1 j ) ' mmwmmmm 

14 - $D*EP*S*iS:?Efg 
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Set the control panel language. Use the A (Up arrow) and T (Down 
arrow) to scroll to a language you want and press (Select) to select it. 
(To change the language after it has been set, see the use guide on the 
CD-ROM). 



Test the printer. To verify that the printer is operating correctly, print a 
configuration page. 1) Press \< (Select) to enter the menus. 2) Use the 
A (Up arrow) and T (Down arrow) to scroll to information and press 
V' (Select). 3) Use the A (Up arrow) and T (Down arrow) to scroll to 

print configuration and press (Select). 



=i> i-n-ji>n*-j\,v>temwmziSim\sS.T. ▲ (±ft^so t 

▼ (Tremor?) T?;^n-jVbT<£fflT-5a§§£SSU v^CSJR) 
WLTMLST. (t££^*®H!§&^STS^?£tt. CD-ROM \ZS& 



AD St. 2) ▲ Chl&m^ffO t T (TIbJ^^PP) ttm-DX [y 3 5 
SrSSU >^GSiR) SffbSI". 3) ▲ (±[r]#^EP) t 



MHimitfiifMUiMfmjqij \<m\% A (a,nfi?5w) uas ▼ (gnfftfa-j) 
i^Bioowflrmnfi«8jmj nam* V^(inon) moiaenjnin onnqaiflBwii 



vtuinnrhvtufifii 1) n« v^(iaon) moiingmijwi^i 2) lulu A (anfttSw) 
lias ▼ (nnwiSa^) mmiasnq INFORMATION uasnfl V^(iaon) 3) IviIk A 
(anfttTuu) uas ^ (anfliSa-j) inoiaoulilfl PRINT 1 ' i i • 1 uas 

n« (laon) 



mm ' m'&&T >^(if ) mmwmmn ° ( gftissig mz'&mnm 

E ' If #M CD-ROM JllKfifflfgffi - ) 



w) rnmxmm - 2) A(isi±«f5S) 1? Yd^rtfas) j§ks 

INFORMHTION ( JfPl ) - ^ftjgT V" ( S}f ) - 3) ffffl A ( ft-tWM ) 

« tc i^tss^ ) n»s print configuration ( mmmn ) • mmT 
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Note: If the configuration page does not print, make sure that there are no 
messages (other than - : erd ) on the control panel display, that the Ready 
light (top light) is on, and that no other lights are on or blinking. Make sure 
that paper is loaded and that the paper tray is properly adjusted. Make 
sure that the print cartridge is installed correctly. 



Install the printing software. Procedures for software installation vary 
according to the operating system and the network environment. Insert the 
CD-ROM into the CD-ROM drive. When the installation wizard starts, 
follow the instructions. See the Readme (read4200) on the CD-ROM if the 
installation wizard does not start or for detailed installation information. 



^-yfe-^s^S^tlT^av^i: (H> ; J ttBK), [PP^ 



ftOSi. CD-ROM Sr CD-ROM H 9 -f 7* fcf? A L OXh-* 
■&Si, CD-ROM Ki|XiiSnT7^-5 Readme (read4200) £9e*ST„ 



visjimvKfi: >t imn?D j'nij'n'hj'nij'mnj ifi ntufininrmu i libflenmgnljjjjirefmjj 
(fluonmila'ain REhDV) i)vinr|?mniiniituuRifrntm; "■htbn" ("Watuuum) 



SCTdTjifa^emTsm^sjvi n5sinum5li«ifiJ c BaTifiin5'uiJimfi«n-jnusnuisiiij 
ijgijlim^imsssiiiiiywn^n lmiHii«bBi]fl^lij 1 'lf)5Tl5?nB]j mfllwamsitaefaniivvM™ 

Ivi'nnfnijmimS'UlflBllJij lllifiglTln Readme (read4200) «inUHl«PbBimifr5 t iriJ« 
m^Sfi^luiJutiuiiJ iifBfinajJBm^fifiwatjn^a^iBafi 



^mmm°&m%mm@im#Mmmmmwm°m cd-rom mx 
cd-rom mm - sss*t «»ft • iitsiiffi^iifj - $D*sgif a-aw 

' lf#H CD-ROM ±ffi Readme (read4200 ) J-7M#P«J^|gSPl ° 
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Test the software installation. Print a page from any program to make 
sure the software is correctly installed. Note: If installation fails, reinstall 
the software. If reinstallation fails, see the Readme on the CD-ROM, see 
the support flyer that came in the printer box, or visit http://www.hp.com. In 
the Select your country/region field at the top, select your country/region 
and click E . Click the Support block. 



Register your printer. Register your printer to receive important support 
and technical information. You can register at: http://www.register.hp.com. 



hX<tz.^\ aE:-r>XWM£^Lfc#&«, 77h>?x7SS 
OXh-JHSt. BOX h~MZ^mhtcm^\t, CD-ROM ClRgS 
Readme SfcS 7°>J >^®ffifc|lffl$tlTV^A>7 1/9 h 
£r~R</£3V\ SfcK, http://www.hp.com i:77tXL, PlM©*-h 
ffi© [select your country/region] 7 -r — ;i/HT [Japan] S:M U 

Ti«aaunT55«(Rj«aTl«uT5 TumentrnnnlibiifmiWlfl wosnntroim 
SfiwKovlwiraBtwgnwB') vunrnwia: vnnmsnflMYhlfiWiJiJitu IwSeiw 
KOTlnimlMiionnf^ wnnnisSfln^lMiJBnflftviYlfiliJtriiujiu TibfigWa Readme 
mraiNUWJtiN MioTiiliflguHTJil3idieitri4ii!Ti4i4fll«iiiw58)jniinfia')ififo^«)Jw nfa 

llllllfi http://www.hp.com luflafl Select your country/region viflTUlIU lumen 

ibziYirT/Huri unitiSn £ nnnriijnori support 

5tnsg*» - it ssrssftii - $D*asfss^*» • cd-rom ± 

fft Readme - EPSS'SSffi + HIW^KfW ' Jtillf http://www.hp.com- 

SHt SfJfl-fft Select your country/region tiffr* . agfiWftKB* / 



s*'iti6^sffi?^s-ro mmriKO url a> sty*, art. 

http://www. register, hp. com 



nTjaorisiijyuifi-sajvijj'w a^vi^iiitiymiBiivtuviniB^fiwmBJiiiiBiiBrii^i'rifiufiiitisiiBiia 
inxJ lotfuilfttfufisifrtu >nontuf) nnin:ii'inuii http://www.register.hp.com 



SSJ-7T*H*rjitfTe» : http://www.register.hp.com. 
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Congratulations. Your printer is ready to use. For information about using 
the printer and troubleshooting, see these sources: 1) The use guide on 
the CD-ROM; 2) This URL: http://www.hp.com/support/lj4200 ; 3) HP 
Customer Support (See the support flyer that came in the printer box.) 



Vs. 1) CD-ROM [CiRftSnTViS a— if— X ^f-f F, 2) #ffl URL : 
http://www.hp.com/support/lj4200, 3) hp it^— h (7°U> 



ififo^wu'wiiBsriiiunJ'ffl'HilfiviuviJM'uajjamBiiS 1 ) Ajjamj/smniiHuSiboij; 

2) URL {1: http://www.hp.com/support/lj4200; 3) pJirjtnjuaiJlJBnfnilB-l HP 

(Iils^^uwiiilSiijnfjfliJiifluu^lMijnvNiaunijnaB^mfB-jfiiJii) 



ttmwfm'Mm ' it mm.mmkT'Mm ■• i) cd-rom ±.mimmm ; 

2) * URL:http://www.hp.com/support/lj420fj;3) HP gP^jf ^P-'lJ ( 11 
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